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DRAWING FOR CUSTOMER

mSpecifications:
KB901- XX H X A eRated Voltage: 50V AC,DC
eRated Current: 1A AC,DC
eWithstand Voltage: 500V AC/minute
Pin No. Version eContact Resistance: 20mQ, (MAX.)
1.00£005 0.30£0.10 ) elnsulation Resistance: 100MQ, (MIN.)
Housing Mold No. eTemperature Range: -25°C~+85°C
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mMaterial and Finish:

E[7 eColor: natural(white)
eMaterial: PBT UL94V-0
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A+0.10 Dimensional & Ordering Information:
Cir- Sart Dimension mm
cuits oy A B C
» 2.10£0.05 02 | KB901-02H4A | 1.0 240 | 500
| +0. | 03 KB901-03H4A 2.0 3.40 6.00

04 KB901-04H4A 3.0 4.40 7.00

05 KB901-05H4A 4.0 5.40 8.00

N | 06 KB901-06H4A 5.0 6.40 9.00

07 KB901-07H4A 6.0 7.40 | 10.00

08 KB901-08H4A 7.0 8.40 11.00

09 KB901-09H4A 8.0 9.40 12.00

5.0+0.15

10 | KB9Y01-10H4A | 90 | 10.40 | 13.00

11 KB901-11H4A 10.0 11.40 | 14.00

4.10+0.10

12 | KBYO1-12H4A | 110 | 12.40 | 15.00

1.90

13 | KB901-13H4A | 120 | 13.40 | 16.00

14 | KBOOT-14HAA | 430 | 14.40 | 17.00

15 | KB9Y01-15H4A | 140 | 1540 | 18.00

16 KB901-16H4A 15.0 16.40 19.00

C#0.15 2.80+0.20 17_| KB9OT-17THAA | 460 | 17.40 | 20.00

18 | KB9Y0T-18H4A | 170 | 1840 | 21.00

19 | KBOOT-T9H4A | 180 | 19.40 | 22.00

20 | KB901-20H4A | 190 | 20.40 | 23.00
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